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Durability Enhancing
Hycrete

Hycrete’s admixtures meet criteria for permeability-reducing admixtures in hydrostatic and non-hydrostatic
conditions. Also, they meet the criteria for corrosion-inhibiting admixtures according to the standards developed
by ACI Committee 212, Chemical Admixtures. Hycrete admixtures reduce capillary absorption in concrete and
provide long-term durability in structures exposed to water and dissolved chemicals, such as chlorides.
—Hycrete, www.hycrete.com

Mapefloor

MAPEI released the Mapefloor™ parking deck system, a
two-component flexible polyurethane system designed to
provide an elastomeric dampproofing membrane for heavy
traffic areas. It can be used for projects such as multi-story
parking garages or suspended pedestrian walkways and
balconies. The system is available in two formats, which
both exclude aggregate and primer. The standard system is a
minimum 40-dry mil (1 mm) system. The heavy-duty
system, which is ideal for high-wear areas such as spiral
ramps, turn and drive lanes, and ticket booths, is a minimum
of 55-dry mil (1.4 mm) system. There are four components
in each system: Mapefloor Primer (standard system) and
Mapefloor Primer (heavy-duty system) are used for priming
and consolidating the worn concrete surface; Mapefloor
PU 400, a two-component polyurethane basecoat, is
applied over the primer and acts as a dampproofing membrane; Mapefloor Finish 415 NA, a two-component aromatic
polyurethane topcoat, is used in areas of parking garages not exposed to the sun; and Mapefloor Finish 450, a two-component
aliphatic polyurethane topcoat, provides UV protection in areas of garages exposed to the sun.
—MAPEI, www.mapei.com

Sky Roof Coating 880

AVM Industries introduced the Sky Roof Coating 880, a
VOC-free and 100% polyurethane water-based membrane. It
is highly reflective and energy efficient. The coating can be
applied by a roll-on or spray-on application process as a sealer
coat, single membrane, or double-membrane system. In most
situations the coating is ready for light foot traffic within 4 to
6 hours. It can withstand ponding and pooling of water and
can be used as a pond liner.
—AVM Industries, www.avmindustries.com
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Deck & Dock Elastomeric Coating

Superdeck® Deck & Dock Elastomeric Coating can repair old surfaces by
filling in cracks and protecting concrete surfaces. Deck & Dock can be used for
projects such as resurfacing and dampproofing concrete surfaces. The high-build,
flexible elastomeric formula stretches as concrete moves. It can be used for new
or old surfaces and is capable of bridging cracks up to 1/4 in. (6 mm).
—Superdeck, www.superdeck.com

Pourthane

W. R. Meadows offers Pourthane®
SL and Pourthane® NS polyurethane sealants to seal expansion
joints in concrete. Pourthane SL is a
single-component, VOC-compliant,
self-leveling, premium-grade joint
sealant with an accelerated curing
capacity. It is used to seal horizontal
expansion joints in concrete and
cementitious slabs. Pourthane NS is
a one-component, moisture-curing
and non-sag joint sealant that
maintains permanent flexibility
with high bond strength to provide
durability. It is recommended for
expansion joints between precast
concrete panels.
—W. R. Meadows,
www.wrmeadows.com

HydraFlex Waterproofing
Crack Isolation
Membrane

TEC® HydraFlex™ Waterproofing
Crack Isolation Membrane provides
a watertight surface over walls,
floors, and ceilings. The membrane
isolates in-plane cracks up to 1/4 in.
(6 mm). Hydraflex can be used in
projects such as showers, pools, and
exterior applications. The moldand mildew-resistant formula can
be applied by a roller, trowel, or
spray. It can be applied over
concrete cured a minimum of
3 days. Hydraflex exceeds ANSI
A118.10 specifications for load
bearing, bonding, and waterproof
membranes, and ANSI A118.12
specifications for crack isolation
membranes.
—TEC, www.tecspecialty.com

Silres BS 30A

Wacker introduced Silres® BS 30A, a topical clear sealer that protects substrates from staining and enhances the
appearance of interior and exterior natural stone, tile, and cementitious products. The sealer features low VOC, a
high-flash point, and is 100% silicone. It can be applied on horizontal and vertical surfaces as a neat product or
diluted to promote substrate penetration. Multiple coats may be applied to increase the sheen of the final finish.
—Wacker, www.wacker.com
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