Acoustic-Emission-Based Characterization of Corrosion Damage in Cracked Concrete with Prestressing Strand (110-M09)—Jesé Mangual, Mohamed K. ElBatoumouny, Paul Ziehl, and Fabio Matta, Jan.-Feb. 2013 .......................................................... 89


Alkali-Activated Natural Pozzolan Concrete as New Construction Material (110-M29)—Dali Bondar, Cyril J. Lynsdale, and Neil B. Milestone, May-June 2013 ................................................................. 331


Behavior of Self-Consolidating Rubberized Concrete Beam-Column Joints (110-M64)—N. Ganesan, Bharati Raj, and A. P. Shashikala, Nov.-Dec. 2013 ................................................................. 697

Characterization of Fly Ashes for Sulfate Resistance (110-M15)—Rajaram Dhole, Michael D. A. Thomas, Kevin J. Folliard, and Thano Drimalas, Mar.-Apr. 2013 ............................................................ 159

Characterizing Cracking Potential of Cementitious Mixtures Based on Shrinkage and Humidity Drop Rate (110-M39)—Ya Wei and Will Hansen, July-Aug. 2013 ........................................................................ 433

Chemo-Mechanical Micromodel for Alkali-Silica Reaction (110-M07)—Wiwat Puatatsananon and Victor Saouma, Jan.-Feb. 2013 ........................................................................................................ 67

Composite Properties of High-Strength, High-Ductility Concrete (110-M37)—Ravi Ranade, Victor C. Li, Michael D. Stults, William F. Heard, and Todd S. Rushing, July-Aug. 2013 .................. 413

Contribution of Specimen Surface Friction to Size Effect and Rupture Behavior of Concrete (110-M16)—Raphael Kampmann, Michelle Roddenberry, and W. Virgil Ping, Mar.-Apr. 2013 ....... 169

Creep Rheological Models for Recycled Aggregate Concrete (110-M11)—Gholamreza Fathifazl and A. G. Razaqpur, Mar.-Apr. 2013 ................................................................. 115

Design of Concrete Mixtures with Recycled Concrete Aggregates (110-M43)—Adam M. Knaack and Yahya C. Kurama, Sept.-Oct. 2013 ................................................................. 483
Detection and Characterization of Early-Age Thermal Cracks in High-Performance Concrete (110-M28)—David Hubbell and Branislav Gubic, May-June 2013................................................................. 323


Determining Supplementary Admixture Content in Fresh Concrete with Ground-Penetrating Radar (110-M54)—Wei Chen and Peiliang Shen, Sept.-Oct. 2013................................................................. 587

Development of Direct Tension Test Method for Ultra-High-Performance Fiber-Reinforced Concrete (110-M17)—Benjamin A. Graybeal and Florent Baby, Mar.-Apr. 2013 ................................................................. 177

Durability Properties of Sprayed Engineered Cementitious Composite (110-M45)—Yi-Wei Lin, Allan Scott, Liam Wotherspoon, and Jason M. Ingham, Sept.-Oct. 2013............................... 503

Dynamic Properties of Reactive Powder Concrete Subjected to Repeated Impacts (110-M42)—Jianzhong Lai, Wei Sun, Sheng Xu, and Chunmei Yang, July-Aug. 2013................................................................. 463


Effect of Initial Curing on Carbonation of Lightweight Concrete Masonry Units (110-M40)—Hilal El-Hassan, Yixin Shao, and Zaid Ghouleh, July-Aug. 2013 ................................................................. 441

Effect of Leaching on pH of Surrounding Water (110-M24)—David W. Law and Jane Evans, May-June 2013................................................................. 291

Effect of Metakaolin and Silica Fume on Rheology of Self-Consolidating Concrete (Disc. 109-M64)—Disc. by Heraldis Abeyruwan, Nov.-Dec. 2013................................................................. 723

Effect of Microcracking on Frost Durability of High-Volume-Fly-Ash- and Slag-Incorporated Engineered Cementitious Composites (110-M21)—Erdoğan Özbay, Mustafa Şahmaran, Mohamed Lachemi, and Hasan Erhan Yiğil, May-June 2013 ................................................................. 259

Effect of Plasticizer and Superplasticizer on Rheology of Fly-Ash-Based Geopolymer Concrete (110-M46)—Aminul Islam Laskar and Rajan Bhattacharjee, Sept.-Oct. 2013 ................................................................. 513

Effect of Secondary Cracks for Cracking Analysis of Reinforced Concrete Tie (110-M20)—Pier Giorgio Debernardi, Matteo Guiglia, and Maurizio Taliano, Mar.-Apr. 2013 ................................................................. 207

Effect of Ultra-High-Performance Concrete on Pullout Behavior of High-Strength Brass-Coated Straight Steel Fibers (110-M41)—Kay Wille and Antoine E. Naaman, July-Aug. 2013 ........... 451

Effects of Carbonation on Chloride Penetration in Concrete (110-M51)—Myung Kue Lee, Sang Hwa Jung, and Byung Hwan Oh, Sept.-Oct. 2013 ................................................................. 559

Effects of Sand Content, Superplasticizer Dosage, and Mixing Time on Compressive Strength of Mortar (110-M03)—Virak Han, Soty Ros, and Hiroshi Shima, Jan.-Feb. 2013 ................................................................. 23

Embedded Piezoelectric Sensors for Health Monitoring of Concrete Structures (110-M14)—Bo Hu, Tribikram Kundu, Wolfgang Grill, Bingkang Liu, and Vahab Toufiq, Mar.-Apr. 2013 ........... 149


Evaluation of Concrete Drying Shrinkage Related to Moisture Loss (110-M22)—Reza Abbasnia, Mohammad Shekarchi, and Jamal Ahmadi, May-June 2013................................................................. 269

Evaluation of Elastic Modulus for High-Strength Concrete (Disc. 109-M29)—Disc. by Huanjun Jiang and Bo Fu, Mar.-Apr. 2013 ................................................................. 215

Experimental Behavior of Reinforced Concrete Beams with Electric Arc Furnace Slag as Recycled Aggregate (110-M19)—Carlo Pellegrino and Flora Falesich, Mar.-Apr. 2013 ................................................................. 197

Factors That Affect Color Loss of Concrete Paving Blocks (110-M05)—Federica Lollini and Luca Bertolini, Jan.-Feb. 2013 ................................................................. 45


Five-Layer Fuzzy Inference System to Design a Concrete Mixture, Based on ACI Method (110-M57)—Sunil Y. Kute and Rajeev S. Kale, Nov.-Dec. 2013 ................................................................. 629

Flexural Behavior and Design of Steel-GFRP Reinforced Concrete Beams (110-M62)—Mohamed A. Safan, Nov.-Dec. 2013 ................................................................. 677


Impact Resistance of Blast Mitigation Material Using Modified ACI Drop-Weight Impact Test (110-M30)—John J. Myers and Matthew Tinsley, May-June 2013................................................................. 339


Micromechanics of High-Strength, High-Ductility Concrete (110-M33)—Ravi Ranade, Victor C. Li, Michael D. Stults, Todd S. Rushing, Jason Roth, and William F. Heard, July-Aug. 2013 ................................................................. 375


Novel Cementitious Binder Incorporating Cement Kiln Dust: Strength and Durability (110-M25)—Pyush Chaunsali and Sulapha Peethamparan, May-June 2013................................................................. 297


Quantifying Stress Development and Remaining Stress Capacity in Restrained, Internally Cured Mortars (110-M01)—J. L. Schlitter, D. P. Bentz, and W. J. Weiss, Jan.-Feb. 2013 ........ 3

Resistance Model of Lightweight Concrete Members (110-M10)—Anna M. Rakoczy and Andrzej S. Nowak, Jan.-Feb. 2013................. 99

Reversible Shrinkage of Concrete Made with Recycled Concrete Aggregate and Other Aggregate Types (110-M38)—Rita E. Lederle and Jacob E. Hiller, July-Aug. 2013 ......................... 423

Self-Healing of Microcracks in High-Volume Fly-Ash-Incorporated Engineered Cementitious Composites (110-M04)—Erdoğan Özbay, Mustafa Şahmaran, Mohamed Lachemi, and Hasan Erhan Yücel, Jan.-Feb. 2013................................. 33


Simplified Diverse Embedment Model for Steel Fiber-Reinforced Concrete Elements in Tension (110-M36)—Seong-Cheol Lee, Jae-Yeol Cho, and Frank J. Vecchio, July-Aug. 2013............. 403

Strain Measurement of Steel Fiber-Reinforced Concrete under Multiaxial Loads with Fiber Bragg Grating (110-M06)—Robert Ritter and Manfred Curbach, Jan.-Feb. 2013................................. 57

Study on Electric Flux and Corrosion Rate of Concrete (110-M61)—Yue Li, Lei Qiao, and Chao Yan, Nov.-Dec. 2013 .................. 669

Sustainable Processing of Cellulose Fiber Cement Composites (110-M26)—Parviz Soroushian, Jong-Pil Won, and Maan Hassan, May-June 2013................................................................. 305

Synergistic and Antagonistic Effect of SO$_4^{2-}$ on Dispersing Power of Polycarboxylate (110-M58)—Ahmad Habbaba, Nadia Zouaoui, and Johann Flank, Nov.-Dec. 2013................................. 641

Temperature and Frequency Effects on Properties of Polymer-Modified Concrete (110-M18)—Hal Amick and Paulo J. M. Monteiro, Mar.-Apr. 2013........................................................................... 187

Tension Stiffening and Cracking of Hybrid Fiber-Reinforced Concrete (110-M66)—N. Ganesan, P. V. Indira, and M. V. Sabeena, Nov.-Dec. 2013................................................................. 715

Three-Dimensional Optical Profilometry Analysis of the International Concrete Repair Institute Concrete Surface Profiles (110-M47)—Lauren R. Millman and James W. Giancaspro, Sept.-Oct. 2013................................................................. 519

Twenty-Year Field Evaluation of Alkali-Silica Reaction Mitigation (110-M49)—R. Doug Hooton, Chris Rogers, Carole Anne MacDonald, and Terry Ramlochan, Sept.-Oct. 2013................................. 539

Unrestrained Short-Term Shrinkage of Calcium-Hydroxide-Based Alkali-Activated Slag Concrete (110-M12)—Keun-Hyeok Yang, Ah-Ram Cho, and Jin-Kyu Song, Mar.-Apr. 2013......................... 127

Using Dehydrated Cement Paste as New Type of Cement Additive (110-M35)—Rui Yu, Zhonghe Shui, and Jun Dong, July-Aug. 2013................................................................. 395

Viscosity Modifiers to Enhance Concrete Performance (110-M44)—Dale P. Bentz, Kenneth A. Snyder, Max A. Peltz, Karthik Obia, and Haejin Kim, Sept.-Oct. 2013 .................................................. 495

Water Permeability of Reinforced Concrete Subjected to Cyclic Tensile Loading (110-M08)—Clélia Desmettre and Jean-Philippe Charron, Jan.-Feb. 2013 ......................................................... 79