AGENDA
ACI 503: ADHESIVES FOR CONCRETE
TUESDAY OCTOBER 29, 2002
POINTE SOUTH MOUNTAIN RESORT
SUITE 2436
PHOENIX, ARIZONA
2:00 PM TO 5:00 PM

1. Introduction

2. Minutes of Past Meeting

3. ACI 503.X “Specification for Crack Repair by Epoxy Injection”

4. Ballot 6 documents; re-approve, minor revision or withdrawal from 2003 Manual of Practice: 503.1-92, 503.2-92, 503.3-92, 503.4-92, 503.5-92, 503.6-92.

5. ACI 503R-XX “Standard Test Method to Determine the Surface Soundness of Concrete Surfaces and Bond Strength and Tensile Strength of Concrete Repair and Overlay Materials by Direct Tension,” CSA A23.2-6B.


7. ACI 503.5R-93 “Use of Epoxy Compounds.”

8. ACI 503.6R-97 “Guide For the Application of Epoxy and Latex Adhesives For Bonding Freshly Mixed and Hardened Concrete.”

9. Subcommittee 503A “Polyurethane For Injection.”


11. New Business
   i. Secretary
   ii. Business by e-mail
   iii. New member Hershel Allen
   iv. Request from Ronald Burg, Vice President of Construction Technology Laboratories, Inc. to address different requirements for tensile bond strength in ACI 503 documents:
      503R: 175 psi
      503.2, 503.3, 503.4: 100 psi
      503.6: 250 psi or failure >1/4 inches deep in the substrate

12. Other business:
   i. FIXCONCRETE.ORG
   ii. Meeting time

13. Adjournment