AGENDA
Fly Ash and Natural Pozzolans, ACI 232
October 22, 2012, 1:00 – 4:00
1. Welcome by Karthik Obla, Chair
2. Introductions by attendees

3. Approval of the minutes of the March 19, 2012 meeting
4. Membership update – 31 voting, 8 consulting, 49 associate
5. Report from 232.1R, Use of natural pozzolans, Bob Neal 
6. 232.2 TAC Response discussion
7. CRC funded project findings “Deicer Salt Scaling Resistance of Concrete Containing SCM”, Marc Jolin

8. Fly ash Regulations, Tom Adams
9. Guide on the use of higher volume fly ash concrete, Haynes 
TG members: Ratchye, Carrasquillo, Kozeliski, Lyons, Buffenbarger, Fox, Thomas, Obla
10. Definition of fly ash, Keith Bargaheiser
fly ash — the finely divided residue that results from the combustion of ground or powdered coal and that is transported by flue gases from the combustion zone to the particle removal system. (Residue: That which remains after a part is taken, separated, removed, or designated; remnant; remainder)
11. Report from our TAC Liaison, Kevin MacDonald
12. New Documents
1. Performance guide specification for use of fly ash in concrete (Ramme, Carrasquillo, Barry D., Obla).  Obla article as basis

13. Future Sessions

a. Use of natural pozzolans – Bob Neal, and Bud Werner
b. Green binders – Jim Hicks with Narayan Neithalath (ACI 236)
c. New session: Hydration and Property Evolution of Concretes with Low Portland Cement Content, for the Fall 2013 or Spring 2014 ACI Convention by Jeff Bullard and Gaurav Sant cosponsort with ACI 231, 232, 233, and 236
14. Web based Learning Course – Sutter

15. Liaison with Other Groups

16. New Business

17. Old Business

18. Adjournment
